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https://www.smartlockssupplier.com/kr/products/D128-Semi-embedded-IoT-Device-for-Anti-theft-Electric-Scooter-Rentals-With-Automatic-Lock-and-Unlock-System.html
https://www.smartlockssupplier.com/products/External-IOT-device-Smart-2G-3G-4G-GPS-iOT-Model-for-Rental-Scooter-Shared-Electric-Scooters.html
https://www.smartlockssupplier.com/kr/solutions/Scooter-Sharing-Rental-System.html
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EXTERNAL TYPE
/10T DEVICE




Omni loT device

a
MORE UNLOCK OPTIONS
RIDE SHARE EASILY

APP unlock/server remote unlock, automatic locking after
paid on phone APP

o APP unlock and ride
e Server remote unlock

0 Paid the bill and lock automatically

Bill and lock




Omni loT device

INSTALL LOCATION
AND SIZE

Fit any steering tubes with various diameters

Install on
\ steering
~_ tube
— 9 |

155.6mm

|
51.8mm 41mm



High positioning accuracy,suppress the influence of path effect,
improve the anti-interference ability,
Real-time fleet vehicle tracking,support with local Geo-fence

BDS) GPS  cons




/10T TECHNOLOGY
UPGRADES

©®© &

4G/BLE Geo-fence GPS precise  IPX7 waterproof

communication function position grade

© ® @

High decibel Postural OTA remote Easy
buzzer alarm detection upgrade installation




Omni loT device @

HIGH DEFINITION AUDIO

Built-in loudspeaker supporting voice alert,the buzzer will
give a prompt sound when unlocking, locking, vibration
alarm, vehicle shutdown, remote car search, etc

—® |loudspeaker

Supports turning on and off,volume
adjusting,voice content supports
remote updates.
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